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Technical specifications
Brand			   : Ty-Fast®
Material			   : Polyamide 6.6
Operating temperature (°C)	 : -40 °C up to +85 °C (black up to +105 °C)
Flammability class		  : UL 94 V-2 
Approvals			   : UL, Lloyd’s register 
Halogen-free		  : Yes
Silicone-free			  : Yes

Available colors		  : Natural=  Black (UV resistant)=     

Plastic cable ties - For universal use

Scan this QR code for article numbers, current prices and stock information and to order directly.

Type no. Length (mm) Width (mm) Max. bundle diameter 
(mm)

Tensile strength (kg) PU (pcs.)

TY100-18-C/TY100-18X-C 100 2.5 20 8.2 100

TY100-18-M/TY100-18X-M 100 2.5 20 8.2 1.000

TY125-18-C/TY125-18X-C 150 2.5 36 8.2 100

TY125-18-M/TY125-18X-M 150 2.5 36 8.2 1.000

TY125-40-100/TY125-40X-100 * 143 3.6 32 18.4 100

TY125-40/TY125-40X * 143 3.6 32 18.4 1.000

TY200-40-C/TY200-40XC 203 3.5 52 18.4 100

TY200-40-M/TY200-40X-M 203 3.5 52 18.4 1.000

TY300-40-100/TY300-40X-100 292 3.6 76 18.4 100

TY300-40/TY300-40X 292 3.6 76 18.4 1.000

TY400-40-100/TY400-40X-100 370 3.6 102 18.4 100

TY400-40/TY400-40X 370 3.6 102 18.4 1.000

TY175-50-100/TY175-50X-100 188 4.8 44 22.4 100

TY175-50/TY175-50X 188 4.8 44 22.4 1.000

TY225-50-100/TY225-50X-100 228 4.8 57 22.4 100

TY225-50/TY225-50X 228 4.8 57 22.4 1.000

TY300-50-100/TY300-50X-100 304 4.8 76 22.4 100

TY300-50/TY300-50X 304 4.8 76 22.4 1.000

TY400-50-100/TY400-50X-100 365 4.8 102 22.4 100

TY400-50/TY400-50X 365 4.8 102 22.4 1.000

TY200-120-D/TY200-120X-D 220 7.5 56 56.1 500

TY200-120X-C 220 7.5 56 56.1 100

TY400-120-100/TY400-120X-100 374 7.6 102 55.1 100

TY400-120/TY400-120X 374 7.6 102 55.1 500

TY450-120-L/TY450-120X-L 450 7.5 130 56.1 50

TY600-120-L/TY600-120X-L 610 7.5 181 56.1 50

TY800-120-L/TY800-120X-L 750 7.5 226 56.1 50

Cable ties ABB

Description of product reference structure: see page 34
* Operating temperature -30 °C to + 85 °C


